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REDUCES:
e lLead
e Giardia and Cryptosporidium
e Lindane and Atrazine
(a pesticide and herbicide)
e Chlorine
e Bad Taste and Odor
e Sediment

PLUS:

® Ready to install- filter cartridge,
faucet and all necessary
hardware

® Space-saving compact styling

® 1/4-inch inlet/outlet for
under-sink connections

The SY-1000 is Tested and Certified by NSF International to ANSINSF Standard @
42 for the reduction of Taste and Odor, Chlorine Class |, and Particulate Class I.
Std 53 for the reduction of Cyst, Lead, Lindane, Atrazine and Turbidity.

U.S. Patent No. 4,857,189 EPA Est. 039861-WI-001

Model SY-1000



Easy Change Under-Sink
Drinking Water Filter System

The Culligan® SY-1000 Easy Change Drinking Water
Filter System is a complete, compact under-sink
filter. An exciting and unique feature of this product
is the no-hassle, no-mess design for cartridge
replacement. A simple twist of the wrist releases
the used cartridge — another twist of the wrist
attaches the fresh cartridge. No more struggles
with fittings or water buckets and no need to
come into contact with dirty filters. There is virtually
no spillage of water during the replacement
process and no tools are required!

This system reduces lead, Cryptosporidium,
Giardia, lindane, atrazine, chlorine, bad taste and
odor, and sediment. Filtered water is within easy
reach with this product that includes a lead-free
faucet that fits through the sprayer hole of most
kitchen sinks. Filter life is 6 months or 500 gallons.
Great-tasting, healthier water for drinking and
cooking whenever you want it is available with the
Culligan SY-1000 System.

Replacement Filter Cartridge

ﬁ 1000R: Lead/Giardia and Cryptosporidium/Lindane
= ~% and Atrazine/Chlorine/Bad Taste & Odor/Sediment
+ 99% reduction of lead (pH 6.5)
* Reduces Lindane and Atrazine
(a pesticide and herbicide)
+ >99.99% removal of disease-causing Giardia and
Cryptosporidium cysts
+ Chlorine, bad taste and odor reductiorf
+ 0.5-micron (nominal) filtration
\J * CBC® activated carbon block withleadéreduction media
+ Filter life up to 6 months or 500 gallons

Tested and Certified by NSF International againsgANSI/NSF Standard 42/53 in
models 1C-1000, SY-1000 and SY-1000S. SegPerformanee Data Sheet in Manual
ﬁfiﬁw"' for specific claims.

U.S. Patent No. 4,857,189 ERAgEst, 0398G1NI-001

NOTE: Contaminants or other substances removed or
reduced by this water treatment device are not necessarily In
your water.

Model SY-1000

Individual Unit

WEIGHT DIMENSIONS (in.) urc
RARLE (Ibs.) LxHxD 8
158568 725 5.75 % 10.75 % 3.75 58568

DIMENSIONS
LxW

158568 3 8.25

.51 11.94 x 6.

CASE
MODEL# PART# PACK

Replacement Filter Cartridges &. Accessories

uPC
g5i678 | TOCHI

1000R | 155785-27 [ 12*

1000R | 155785-26 | 6

785270 |1-00-51678-18527-1
78527-0 |3-00-51678-78527-1

* Cut-case version
System Includes

-+ 100O0R filter cartridge
+ Lead-freé faucet

+ Installdtion hardware andptubing

+ Installation instructiens

Optional Accessories/Replacement Parts:

Faucet Kit
Model FT-10

of filter cartridges.

WARNING: Do not use with water that is microbiologically unsafe or of unknown quality without
adequate disinfection before or after the system. Systems certified for cyst reduction may be used
on disinfected waters that may contain filterable cysts.

- This device must be maintained according to manufacturer instructions, including replacement

* Read all precautions on box and in manual before installing and using this system.

2-Year Limited Warranty
Customer Service:

1-800-634-1455
M-F 7:30 a.m — 5:00 p.m. CST

Culligan

502 Indiana Avenue - P.O. Box 1047
Sheboygan, WI 53082-1047 U.S.A.
FAX: 1-800-882-6652
http://www.culligan.com
International calls: (920) 451-9322
International e-mail:
international@plymouthwater.com
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